
• Easy-to identify and pinpoint gas leaks

• Portable and high sensitivity

• Alarm at 10%-40% Level

• Resume original measurement state in 7-10 minutes in pure air

• Warming up time: 2 minutes

• Response time: 2 seconds

• Gas detected: natural gas, methane, ethane, propane, butane, acetone,

alcohol, ammonia, steam, carbon monoxide, gasoline, jet fuel, hydrogen,

solvents, lacquer thinner, naphtha
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Features:Features:

Combustible Gas Detector
 6310

Specification:Specification:

• Easy To Identify and Pinpoint Gas Leaks

• Portable and High Sensitivity

• Alarm at 10%' 40% Level

• Resume Original Measurement State in 7-10 Minutes In Pure Air

• Gas Detected: Natural gas, Methane, Ethane, Propane, Butane, Acetone, Alcohol, Ammonia,

Steam, Carbon Monoxide, Gasoline, Jet fuel, Hydrogen Solvents, Lacquer thinner, Naphtha

• Warming Up Time: 2 Minutes

• Response Time: 2 Seconds General

  General:  General:

Power Supply  : 4e1.5V AA Batteries

Product Size  : 172mm x 7Omm x 46mm / 6.8" x 2.8" x1.8"

Product Weight : 354g  

Certificate : CE / RoHS


