
Motion And Light Sensor Indoor, Code- IPIRLUX-I

■ Power supply                     : 16…36 VDC, 24 VAC
■ Analog Output U                : min. Load resistance
                                                10 k Ohm
■ Analog Output I                  : Load: 300 … 1000 Ohm
■ Power input                        : Relay PIR 60 VDC / 1A
■ Accuracy LUX                    : ± 10%
■ Measuring range LUX        : 4 measuring ranges
■ Operating temperature       : -30°C…+70°C
■ Operating humidity MUF   : 0…98%,non condensing
■ Connection                         : Screw clamps 1,5 mm2
■ Protection class                  : IP54
■ Norms                                 : CE, EMC pursuant to
                                                 EN 61326-1 2006, EMC
                                                 directive 89/336/EEC

� To detect presence of anyone in room or place
� To detect presence of sun to turn on/off light
    automatically using automation
� To detect presence of person to open/close
    the door.

General Attributes

Application Notes

For further information please visit : https://goo.gl/ej8VDm

Techsense Bangladesh Ltd

The combination sensor for motion and light can be used both indoors and outdoors. The light sensor is 
equipped with a DIP switch for 4 different light levels. The motion sensor’s time constant of the relay 
output can be set between 1 second and 10 minutes.

We are the authorized distributor of Titec in Bangladesh.


